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1.  Originator

Linwood F. Moses

2.  Log Date:

2/19/02

3.  CCR #:

02-0150  

4. Rev: 5.  Tel:

301-925-1112

6. Rm #:

2109A

7. Dept.

Rel. Dev

8. CCR Title:  Modify Automount directory structure baseline to support   Perl 5005 and Perl 5.6.1 for Solaris 8 and Irix 6.5
architecture.

9. Originator Signature/Date

 Linwood F. Moses     /s/     2/19/02

10.   Class

IN

11.  Type:

CCR

12. Need Date: February 22,
2002

13.  Office Manager Signature/Date

Mark Mc Bride     /s/     2/19/02

14.  Category of Change:

Initial ECS Baseline Doc.

15.  Priority: (If “Emergency”
fill in Block 27).
Routine

16. Documentation/Drawings Impacted:
910-TDA-003, 920-TDV-002, 910-TDV-002, 910-TDP-002,
910-TDA-023

17. Schedule
Impact:
          

18.   CI(s) Affected:          

19.  Release Affected by this Change:
6A, 6B

20. Date due to Customer:
          

21.  Estimated Cost:
None - Under 100K

22. Source Reference:       NCR (attach)      Action Item    Tech Ref.   GSFC    Other:
          

23.   Problem:  (use additional Sheets if necessary)
The current Perl 5005_03 needs to be installed for an installation directory of /tools.  Perl ver. 5.6.1 needs to be installed for an
installation directory of /tools/perl.

24.  Proposed Solution:  (use additional sheets if necessary)
Re-install Perl 5005_03 under "/tools" directory structure.  Set up automount directory for Perl 5.6.1 on the SGI and Solaris 8
architectures to be installed in "/tools/perl".

See attachment for instructions.

25.  Alternate Solution:  (use additional sheets if necessary)
None.

26.  Consequences if Change(s) are not approved:  (use additional sheets if necessary)
Solaris 8 COTS schedule slippage.

27.  Justification for Emergency (If Block 15 is “Emergency”):
          

28.  Site(s) Affected: EDF    PVC    VATC   EDC        GSFC  LaRC    NSIDC    SMC   AK   JPL
                                       EOC     IDG Test Cell     Other           
29. Board Comments: 30.  Work Assigned To: 31.  CCR Closed Date:

32.  EDF/SCDV CCB Chair (Sign/Date):
Otai Harley     /s/     2/20/02
Byron V. Peters     /s/     2/21/02

  Disposition:  Approved    App/Com.   Disapproved   Withdraw   Fwd/ESDIS ERB

                         Fwd/ECS
33.  M&O CCB Chair (Sign/Date):   Disposition:  Approved   App/Com.    Disapproved   Withdraw  Fwd/ESDIS ERB

                         Fwd/ECS

34.  ECS CCB Chair (Sign/Date): Disposition:   Approved   App/Com.     Disapproved   Withdraw   Fwd/ESDIS ERB

                        Fwd/ESDIS

CM01JA00 Revised 10/15/01 ECS/EDF/SCDV/M&O



ADDITIONAL SHEET

CCR #:                    Rev:     Originator:  Linwood F. Moses

Telephone: x1112         Office:  2109A

Title of Change:           

Perl 5005_03 files located on lemmings  server under:

/data/ECS_COTS_archives/TAPES/tape86

Infrastructure Fixes

A.  Reset /tools architecture to Perl version 5005_03 for Solaris 8.

1. Login to authenticated server in VATC or PVC.  File server where files will be installed in PVC is “p0mss10” in VATC is
“t1mss04”.

2. Move Perl 5005_03 tar files to designated host.  FTP the following files from the lemmings server to the “/tmp” directory of the
selected host machine.

perl-5005-03-sun.5.5.1-bin.tar.gz
perl-5.005-03-sun.5.5.1-lib.tar.gz
perl-5.005-03-sun.5.5.1-man.tar.gz

3. VATC - cd /auto/tools/bin/sun5.8
PVC  - cd /automnt/tools/bin/sun5.8

4. Gunzip and untar the bin file

# gunzip /tmp/perl-5.005-03-sun.5.5.1-bin.tar.gz
# tar xvfo perl-5.005-03-sun.5.5.1-bin.tar

5. cd /htsc/internet/freeware/unix/lib/sun5.8

6. Gunzip and untar the lib file
# gunzip /tmp/perl-5.005-03-sun.5.5.1-lib.tar.gz
# tar xvfo perl-5.005-03-sun.5.5.1-lib.tar

7. cd /htsc/internet/freeware/unix/man/sun5.8

8. Gunzip and untar the man file
# gunzip /tmp/perl-5.005-03-sun.5.5.1-man.tar.gz
# tar xvfo perl-5.005-03-sun.5.5.1-man.tar

9. Create links (you may need to remove existing links) from the bin/perl, lib/perl, and man/perl directories to the newly created
directories

# ln –s /automnt/tools/bin/sun5.8/ perl_5.005_03 /automnt/tools/bin/sun5.8/perl

10. Login to enterprise and repush the maps for the changes to take affect.

Run the “make”command.



B.  Reset /tools architecture to Perl version 5005_03 for IRIX 6.5.

1. Move Perl 5005_03 tar files to designated host.  FTP the following files from the lemmings server to the “/tmp” directory of the
selected host machine.

perl-5005-03-irix6.5-bin.tar.gz
perl-5.005-03-irix6.5-lib.tar.gz
perl-5.005-03-irix6.5-man.tar.gz

2. VATC - cd /auto/tools/bin/irix6.5
PVC  - cd /automnt/tools/bin/irix6.5

3. Gunzip and untar the bin file

# gunzip /tmp/perl-5.005-03-irix6.5-bin.tar.gz
# tar xvfo perl-5.005-03-irix6.5-bin.tar

4. VATC - cd /auto/tools/lib/irix6.5
PVC  - cd /automnt/tools/lib/irix6.5

5. Gunzip and untar the lib file
# gunzip /tmp/perl-5.005-03-irix6.5-lib.tar.gz
# tar xvfo perl-5.005-03-irix6.5-lib.tar

6. VATC - cd /auto/tools/man/irix6.5
PVC  - cd /automnt/tools/man/irix6.5

7. Gunzip and untar the man file
# gunzip /tmp/perl-5.005-03-irix6.5-man.tar.gz
# tar xvfo perl-5.005-03-irix6.5-man.tar

8. Create links (you may need to remove existing links) from the bin/perl, lib/perl, and man/perl directories to the newly created
directories

# ln –s /automnt/tools/bin/irix6.5/ perl_5.005_03 /automnt/tools/bin/irix6.5/perl

9) Set up auto.tools map entry to enable automounter services for the “/tools/perl” directory.

Edit the /etc/auto_tools file and add the entry:

perl      -rw,intr <hostname>:<domain>.ecs.nasa.gov:/automnt/tools/perl/$ARCH

Where <hostname> is the CSS host identified in “NIS Master Host” table in section 6. Machines Impacted.  The <domain> is
the domain for your particular site. (ie. larc, gsfc, etc.)

 Remake and push the auto_tools map.

/var/yp/ypmake

Refer to Installation Section below to install Perl 5.6.1.  (RTSC to provide redlines for this section.

7. Installation Instructions
7.1 Prerequisites:



Installation of the Solaris 8 Operating System on the NFS server machines (identified in section “6. Machines Impacted:” is not
a requirement for this installation of Perl 5.6.1.  However, the Solaris 8 Operating System must be installed on any Solaris NFS
workstations that needs to access Perl 5.6.1 via the automount NFS services.  No Operating system upgrade is necessary for
SGI NFS client workstations prior to accessing Perl 5.6.1.

Estimated Installation Time: xx hours for an experienced operator, novice, etc.
7.2 Uninstall Instructions (COTS Only)

N/A
7.3 Installation Instructions

This document provides installation instructions for installing Perl v 5.6.1 on both the Solaris 8 and IRIX 6.5.x platforms. The
Perl v5.6.1 tar files include all library headers, files, and binaries for each module listed in section “3.1 General Product”.  Perl
v.5.6.1 tar files should be installed on the appropriate (see Adaptation Data) machines and automounted across the site.

1) Login to the server documented in section “6.  Machines Impacted” for the site at which the installation is being performed.

2) Change to the “/tmp” directory.

cd  /tmp

3) Download the perl_5.6.1_solaris8.tar.gz and the perl_5.6.1_sgi.tar.gz files from the /dist/incoming directory to the /tmp
directory.  Listed below are the machines that contain the delivered Perl tar files.  FTP the tar  file into the /tmp directory.
EDC             e0mss01       /dist/incoming/
GSFC           g0mss10       /dist/6A.04_PATCHES/
LARC           l0mss10       /dist/incoming/
      NSIDC          n0mss01       /dist/incoming/

3) Perl 5.6.1 will be automounted as a subdirectory under the “/tools” directory.  Follow the next series of steps to create the Perl
directory structure.

cd   /automnt/tools
mkdir  perl

mkdir  perl/irix6.5
mkdir  perl/irix6.5/perl_5.6.1

mkdir  perl/sun5.8
mkdir  perl/sun5.8/perl_5.6.1

ln  -s perl_5.6.1/bin  bin
ln  -s perl_5.6.1/lib  lib
ln –s perl_5.6.1/include include
ln –s  perl_5.6.1/man  man

4) Change directory to the NFS server directory that will be supporting the Solaris 8 Perl architecture.

cd  /automnt/tools/perl/sun5.8/perl_5.6.1

5) Uncompress and untar the perl5.6.1_solaris8.tar.gz file.

gzip –dc /tmp/ perl_5.6.1_solaris8.tar.gz | tar –xvf -

6) Change directory to the NFS server directory that will be supporting the Irix 6.5 Perl architecture.

cd  /automnt/tools/perl/irix6.5/perl_5.6.1

7) Uncompress and untar the perl5.6.1_solaris8.tar.gz file.

gzip –dc /tmp/ perl_5.6.1_sgi.tar.gz | tar –xvf -

8) Make a back up copy of the Perl 5005_03 binary.



cd  /automnt/tools/bin/sun8/perl
cp  perl perl_500503

cd  /automnt/tools/bin/irix6.5/perl
cp  perl perl_500503

9) Create a link (you may need to remove existing links) from the new perl5.6.1 executable to the original perl executable under
“/tools/bin”.

# ln –s /automnt/tools/perl/sun8/ bin/perl  /automnt/tools/bin/sun8/perl
# ln –s /automnt/tools/perl/irix6.5/bin/perl  /automnt/tools/bin/irix6.5/perl

10) Remove the tar files from the /tmp directory.

#rm   /tmp/perl_5.6.1_solaris8.tar.gz
#rm   /tmp/perl_5.6.1_sgi.tar.gz

11) Set up auto.tools map entry to enable automounter services for the “/tools/perl” directory.

Edit the /etc/auto_tools file and add the entry:

perl      -rw,intr <hostname>:<domain>.ecs.nasa.gov:/automnt/tools/perl/$ARCH

Where <hostname> is the CSS host identified in “NIS Master Host” table in section 6. Machines Impacted.  The <domain> is
the domain for your particular site. (ie. larc, gsfc, etc.)

12)  Remake and push the auto_tools map.

/var/yp/ypmake

CM01AJA00 Revised 10/15/01 ECS


